20040719.ba v03_n677.bam.20040719

>From ???@??? Mon Jul 19 13:06:27 2004 +0000
Message-Id: <200407191806.i6JI6A2U021140@sco.theporch.com>
Date: Mon, 19 Jul 2004 13:05:55 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3677

			    BOATANCHORS Digest 3677

Topics covered in this issue include:

  1) Re: FS/FT:  NIB 450TH Tube
	by "Marty Reynolds' debris field" <polepeeg@ba-watch.org>
  2) Re: cable lacing twine
	by Joe LeKostaj <jm_lekostaj@attglobal.net>
  3) coilform update--swamped!
	by john <johnmb@nc.rr.com>
  4) Re: cable lacing twine
	by Jerry Proc <jerry.proc@sympatico.ca>
  5) Re: GB> Why 6.3V?
	by "Ned Ely" <adcinfo@ghg.net>
  6) Cable lacing
	by "Arden Allen" <gumbear@pacbell.net>
  7) Re: Cable lacing
	by Tom Norris <r390a@bellsouth.net>
  8) Re: GB> Why 6.3V?
	by WA1KBQ@aol.com
  9) A "worse than BPL" idea
	by Tom Norris <r390a@bellsouth.net>
 10) Re: A "worse than BPL" idea
	by "Arden Allen" <gumbear@pacbell.net>
 11) Zenith Clock Radio Query
	by "Mark Shaum" <k9tr@dtnspeed.net>
 12) Re: Zenith Clock Radio Query
	by "Ned Ely" <adcinfo@ghg.net>
 13) Source For "Grid Wire"?
	by Mike Hardie <mike46@shaw.ca>
 14) Weston Model 565 Radio Test Set Type 2 Info?
	by "Chris Bowne" <radiobwn@riconnect.com>
 15) Re: A "worse than BPL" idea
	by stuck in 50s <polepeeg@ba-watch.org>
 16) 6.3V?  more'n u wanna no
	by stuck in 50s <polepeeg@ba-watch.org>
 17) free power plant
	by Bob Roehrig <broehrig@aurora.edu>
 18) ADMINISTRIVIA: Changing Email Addresses
	by listown@nanniandjack.com (Mail List Owner)
 19) Probes
	by Jderm740@aol.com
 20) Re: Probes
	by "Arden Allen" <gumbear@pacbell.net>
 21) Re: California Historical Radio Society Auction
	by stuck in 50s <polepeeg@ba-watch.org>
 22) Cary, NC, Hamfest - a future winner!
	by John Dilks K2TQN <oldradio@worldnet.att.net>
 23) Re: California Historical Radio Society Auction
	by Richard Loken <richardlo@admin.athabascau.ca>
 24) Test message, sorry...
	by Scott Robinson <spr@earthlink.net>
 25) SCR-522 Receiver Osc Problem. 
	by "b. smith" <smithab11@comcast.net>
 26) Re choke
	by "ed" <dgnova@erols.com>
 27) Re: SCR-522 Receiver Osc Problem. 
	by "Arden Allen" <gumbear@pacbell.net>
 28) Re:
	by "Jcondon" <jcondon@polaris.cv.nrao.edu>

----------------------------------------------------------------------
Message-ID: <2746.208.236.113.138.1089918682.squirrel@fracas.netboobie.org>
Date: Thu, 15 Jul 2004 15:11:22 -0400 (EDT)
Subject: Re: FS/FT:  NIB 450TH Tube
From: "Marty Reynolds' debris field" <polepeeg@ba-watch.org>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Old Tube Radios" <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain;charset=iso-8859-1
Content-Transfer-Encoding: 8bit

> I'd be curious to know what rig(s)
> this tube might have been used in.  Anyone know?
>

Likely in US Army Airways Wilcox-Gay 2.5kw 6mc +/- AM rig.

  Marty


------------------------------
Mime-Version: 1.0
Message-Id: <p05010409bd1ca465100c@[192.168.1.4]>
Date: Thu, 15 Jul 2004 16:28:24 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Joe LeKostaj <jm_lekostaj@attglobal.net>
Subject: Re: cable lacing twine
Content-Type: text/plain; charset="us-ascii" ; format="flowed"

My need for cable lacing cord has been fulfilled thanks to the good 
people of this group. Many thanks.

73,
Joe K9LY

------------------------------
Message-Id: <3.0.3.32.20040715204924.01f5c2ac@pop-server.nc.rr.com>
Date: Thu, 15 Jul 2004 20:49:24 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@nc.rr.com>
Subject: coilform update--swamped!
Mime-Version: 1.0
Content-Type: multipart/mixed; x-avg-checked=avg-ok-76361DD9; boundary="=======14D57FA6======="

--=======14D57FA6=======
Content-Type: text/plain; x-avg-checked=avg-ok-76361DD9; charset=us-ascii
Content-Transfer-Encoding: 8bit

I've been buried with requests for these and I've worked my way through 
about half so far. I will answer all requests by this weekend latest. I do
have enough to cover all the coils ordered so far, so if I havent answered
you yet, you shouldn't be concerned about running out quite yet.

Thanks for your patience and interest!
73
John K5MO

--=======14D57FA6=======
Content-Type: text/plain; charset=us-ascii; x-avg=cert; x-avg-checked=avg-ok-76361DD9
Content-Disposition: inline


---

Checked by AVG anti-virus system (http://www.grisoft.com).
Version: 6.0.714 / Virus Database: 470 - Release Date: 7/2/04

--=======14D57FA6=======--

------------------------------
Message-ID: <40F72AC5.875A554B@sympatico.ca>
Date: Thu, 15 Jul 2004 21:09:25 -0400
From: Jerry Proc <jerry.proc@sympatico.ca>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: cable lacing twine
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hi Joe,

Have you tried a fishing supply store? I remember buying a small spool
of black fishing line in order to restring a dial cord.
An good alternate is waxed lacing cord. You can probably obtain this a t
a marine supply outlet.

---



Joe LeKostaj wrote:

> Anybody know where to get black cable lacing twine? Antique
> Electronic Supply doesn't seem to carry it. Am in need of about 6
> feet to "pretty up" the seamy underbelly of our current BA project.
>
> TIA & 73,
> Joe K9LY

--

Regards,
Jerry Proc VE3FAB
Toronto, Ontario
e-mail: jerry.proc@sympatico.ca
http://webhome.idirect.com/~jproc/ve3fab

------------------------------
Message-ID: <014b01c46ad8$afc1a440$c644f340@adcinfo>
From: "Ned Ely" <adcinfo@ghg.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: GB> Why 6.3V?
Date: Thu, 15 Jul 2004 21:00:30 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

My understanding is that 6.3V is the voltage of a 3 cell lead-acid battery
as was used in automobiles up until the '50s when we went to 12 Volt
systems.

Ned

> How did they select 6.3VAC as the most common standard heater voltage?
>
> Bill
>

------------------------------
Message-ID: <000701c46af6$de8d5580$2ce47443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Cable lacing
Date: Thu, 15 Jul 2004 22:36:31 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Tape worms;

The more common nomenclature for the stuff we use to tie up wire bundles is
"lacing tape."

It just so happens someone is hawking the stuff on the Bay place, item
#3826976556.

Arden Allen
KB6NAX

------------------------------
Mime-Version: 1.0
Message-Id: <p0610051abd1d37db808d@[10.0.1.2]>
Date: Fri, 16 Jul 2004 02:50:48 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Tom Norris <r390a@bellsouth.net>
Subject: Re: Cable lacing
Cc: boatanchors@theporch.com
Content-Type: text/plain; charset="us-ascii" ; format="flowed"

CC'ed to glowbugs as an FYI

Newark and Allied both have it listed in their catalogs.

Take a few stiff drinks before you look at the price,
though.

Tom

>Tape worms;
>
>The more common nomenclature for the stuff we use to tie up wire bundles is
>"lacing tape."
>
>It just so happens someone is hawking the stuff on the Bay place, item
>#3826976556.
>
>Arden Allen
>KB6NAX

------------------------------
From: WA1KBQ@aol.com
Message-ID: <1c6.1bd2a6d8.2e29198b@aol.com>
Date: Fri, 16 Jul 2004 07:44:11 EDT
Subject: Re: GB> Why 6.3V?
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_1c6.1bd2a6d8.2e29198b_boundary"


--part1_1c6.1bd2a6d8.2e29198b_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

The first tubes to use 6.3 volt filaments were developed for car radios.

Regards, Greg

--part1_1c6.1bd2a6d8.2e29198b_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_1c6.1bd2a6d8.2e29198b_boundary--

------------------------------
Mime-Version: 1.0
Message-Id: <p0610052abd1db8e6bf45@[10.0.1.2]>
Date: Fri, 16 Jul 2004 11:56:14 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Tom Norris <r390a@bellsouth.net>
Subject: A "worse than BPL" idea
Content-Type: text/plain; charset="us-ascii" ; format="flowed"

All I can say is *EEK!* don't let the bushies at the
FCC see this idea or they'll run with it...

http://www.nwfusion.com/columnists/2004/071204eyejohnson.html

------------------------------
Message-ID: <000901c46b5e$da116f10$9ae47443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: A "worse than BPL" idea
Date: Fri, 16 Jul 2004 11:00:33 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> All I can say is *EEK!* don't let the bushies at the
> FCC see this idea or they'll run with it...
>
> http://www.nwfusion.com/columnists/2004/071204eyejohnson.html


".........content providers would have to devise ways to make paying for
downloads painless. ..."

Ha, ha, ha, ha, ha, ha, ha, ha, ha!  .....  Ha, ha, ha, ha, ha, ha, ha, ha,
...(I can't stop!) ha, ha, ha,....!!!!

Arden Allen
KB6NAX

------------------------------
Message-ID: <001f01c46b98$69676000$0200a8c0@ahome.net>
From: "Mark Shaum" <k9tr@dtnspeed.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Zenith Clock Radio Query
Date: Fri, 16 Jul 2004 19:53:01 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

While my Halli "Precision Built" AA5 clock radio Conelrad monitor
(whatdayamean we dont need those anymore?)  is on the bench for a clean,
scrub 'n recap, I brought out a long neglected Zenith R-733 am/fm clock
radio, circa 1956, but am unable to locate any schematics or service
info.  Email queries to the usual web schematic providers have not
provided any leads.  The models X-733 and Z-733 are likely identical
except for color.  The chassis number is 7J03 (7X03 is also likely
close).  The set is basically functional after a few frustrating rounds
of try-the-other-way dial cord restringing  and sounds very nice, but
needs some attention that will likely require a schematic.  There are
plenty of Zenith resources out there but most seem pre-1950 dedicated.

Any leads appreciated!

73! - Mark K9TR




------------------------------
Message-ID: <007401c46bae$9bccfa80$a045f340@adcinfo>
From: "Ned Ely" <adcinfo@ghg.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Zenith Clock Radio Query
Date: Fri, 16 Jul 2004 22:31:48 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi Mark and group,

My SAMS "2001 Annual Index" does not show an R-733, but shows Zenith X733G,
R and Y as being SAMS Documentation Number 315-15. It also shows Z733G, R
and Y  as being Number 339-17. They are in Volumes 32 and 34 respectively.
These numbers place the set in 1956.

I hope this helps.

Best 73 - Ned KD5YQH
----- Original Message -----
From: "Mark Shaum" <k9tr@dtnspeed.net>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Friday, July 16, 2004 7:53 PM
Subject: Zenith Clock Radio Query


> While my Halli "Precision Built" AA5 clock radio Conelrad monitor
> (whatdayamean we dont need those anymore?)  is on the bench for a clean,
> scrub 'n recap, I brought out a long neglected Zenith R-733 am/fm clock
> radio, circa 1956, but am unable to locate any schematics or service
> info.  Email queries to the usual web schematic providers have not
> provided any leads.  The models X-733 and Z-733 are likely identical
> except for color.  The chassis number is 7J03 (7X03 is also likely
> close).  The set is basically functional after a few frustrating rounds
> of try-the-other-way dial cord restringing  and sounds very nice, but
> needs some attention that will likely require a schematic.  There are
> plenty of Zenith resources out there but most seem pre-1950 dedicated.
>
> Any leads appreciated!
>
> 73! - Mark K9TR
>
>
>

------------------------------
Date: Fri, 16 Jul 2004 23:38:21 -0700
From: Mike Hardie <mike46@shaw.ca>
Subject: Source For "Grid Wire"?
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <000901c46bc8$a9dbc4c0$6501a8c0@vn.shawcable.net>
MIME-version: 1.0
Content-type: text/plain; charset=iso-8859-1
Content-transfer-encoding: 7bit

Does anyone know of a source for so-called grid wire? (Looks about 18 ga,
probably around 500v insulation, external braid shield, can make fairly
sharp bends.)
Mike
VE7MMH

------------------------------
Date: Sat, 17 Jul 2004 04:26:34 -0400
Message-Id: <200407170426.AA3870163062@riconnect.com>
Mime-Version: 1.0
Content-Type: text/plain; charset=us-ascii
From: "Chris Bowne" <radiobwn@riconnect.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Weston Model 565 Radio Test Set Type 2 Info?

Looks to be from the late 20s or early 30s. Looking for info such as year of manufacture and estimated current value of the subject test set.  It is in fine condition, with a golden oak case.  Appears to be a combination tube tester/multimeter for very early tube receivers.  A friend has it from his dad's estate. His dad, Robet Collins Sr, of Groton CT, was a ham who ran a radio and TV repair business         (the "other" Collins Radio) there for many years.  I am interested in purchasing this item from the estate and want to give Bob Jr. a fair price for it. 

73,

Chris Bowne, AJ1G
Stonington, CT 

                 

------------------------------
Date: Sat, 17 Jul 2004 08:53:11 -0400 (EDT)
From: stuck in 50s <polepeeg@ba-watch.org>
Message-Id: <200407171253.i6HCrBYG021928@fracas.netboobie.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: A "worse than BPL" idea

>> downloads painless. ...

> Ha, ha, ha, ha, ha, ha

Arden are you laughing because that electronic suppository patent 
Wayne Green sold you finally makes sense?

------------------------------
Date: Sat, 17 Jul 2004 09:04:48 -0400 (EDT)
From: stuck in 50s <polepeeg@ba-watch.org>
Message-Id: <200407171304.i6HD4mJ6022004@fracas.netboobie.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: 6.3V?  more'n u wanna no

6.3V is the "at rest" V across 3 lead-acid cells.  V rises to 7.0V
or so under charge.

Very early US consumer tubes like UV200, etc. used 5.0V filaments w. series
rheostats (I love that word).  Five was V where it was time to "hit the 
charger"

You might note early big-$ sets had filament-supply voltmeter so you knew.
But cheapy sets had tube peep-holes where an educated eye could tell where to
twist the rheostat (there, twice)

Where to twist rheostat took same naturopath atavism that advanced 
restorers use.  Like when they launch into a long-unused set which
they "bring up slow on the variac."

------------------------------
Date: Sat, 17 Jul 2004 10:39:50 -0500 (CDT)
From: Bob Roehrig <broehrig@aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: free power plant
Message-ID: <Pine.OSF.4.58.0407171035460.221648@mail.aurora.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


I have a mil surplus 12V power plant I want to get rid of. It has a pretty
good size Wisconsin engine (guessing 6 to 8 HP) and the generator is 12 V
at at least 50 amps (probably more). It is electric start. Runs well.
Connector/meter panel missing but otherwise complete.
Pickup only! 40 miles West of Chicago.

                              Bob Roehrig
                    Aurora University    Telecom dept.
                    broehrig@aurora.edu    73 de K9EUI
                    630-844-4898      fax 630-844-4222
                    "Nostalgia is a thing of the past"

------------------------------
Message-Id: <200407171815.i6HIF01Q022566@osr506.nanniandjack.com>
From: listown@nanniandjack.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: Changing Email Addresses
Date: Sat, 17 Jul 2004 11:15:00 -0700 (PDT)

Gang-

This periodic post is intended to help subscribers whose  email
address has changed, preventing posting or receipt of the list.

If you change ISP (InterNet Service Provider), simply send me an
email advising the change, and I will do my best to implement the
change quickly.

For those unfortunates, whose ISP has made a change without advising
their customers of the potential impact of that change on
subscribers to email lists like the boatanchors, where one must
be a subscriber to post to the list, try to follow along...

Under some circumstances, the changes to your email address are
"transparent" to you, but prevent posting. I get error notification
for these kinds of problems, and I try to work them out. However,
I may miss one, and on this end, the process is anything BUT
automatic.

You have a bigger stick than I do. You and your ISP have the primary
responsibility to repair the problems caused by the change at the
ISP. I have zero leverage with your ISP, and you have great leverage.

Most ISP maintain a customer service department to help with problems
like these. This should be your first line of support for email
problems. I am happy to assist and consult, but try to understand
that when your ISP makes a change to their email handler, and that
change prevents you from posting to the boatanchors list, I can help,
but resolving this problem is your responsibility, working with your
ISP. I am but a volunteer, contributing my time to administer the list.

Thank you for your attention.
--
73
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Archiver/Owner - - -
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Sat Jul 17 11:15:00 PDT 2004

------------------------------
From: Jderm740@aol.com
Message-ID: <196.2beaa761.2e2ad9ba@aol.com>
Date: Sat, 17 Jul 2004 15:36:26 EDT
Subject: Probes
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_196.2beaa761.2e2ad9ba_boundary"


--part1_196.2beaa761.2e2ad9ba_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit



Recently a question of probes for VTVM and scopes came up.

Going through my files I found a series of instructions for Eico probes. 
These were sold in the 60s and were compatable with the test equipment of those 
days: Heath, Paco, Precise, Eico and the like. 

I have copied one of the universal probe schematics and if any one wants a 
copy, contact me and I'll send you the 5 downloads. When you open them you will 
have to expand the image and I suggest you print them in Landscape mode rather 
than portrait.


Jack McDermott      KB1IJP      

--part1_196.2beaa761.2e2ad9ba_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_196.2beaa761.2e2ad9ba_boundary--

------------------------------
Message-ID: <002401c46c4d$40db4510$f6e47443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Probes
Date: Sat, 17 Jul 2004 15:27:28 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> Recently a question of probes for VTVM and scopes came up.  .........

I don't want no steenkin' probes the way they make 'em.  I've modified both
Eico and B&K Dynascan RF probes to give them good video response.  They work
perfectly to show bandpass response when sweep aligning IF's.  You need to
replace resistors with RF chokes to improve efficeincy as well.  If anyone
wants a schematic e-mail me directly.

Arden Allen
KB6NAX

------------------------------
Date: Sun, 18 Jul 2004 07:59:55 -0400 (EDT)
From: stuck in 50s <polepeeg@ba-watch.org>
Message-Id: <200407181159.i6IBxtii029209@fracas.netboobie.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: California Historical Radio Society Auction

> July 17th, Saturday, CHRS's 30th Birthday party & GIANT AUCTION at 
  our new home in Berkeley, the building which formerly housed AM 
  station KRE. 

Scott how much did the GIANT fetch?

------------------------------
Message-Id: <6.1.0.6.0.20040718123918.08278920@postoffice.worldnet.att.net>
Date: Sun, 18 Jul 2004 12:56:54 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: John Dilks K2TQN <oldradio@worldnet.att.net>
Subject: Cary, NC, Hamfest - a future winner!
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

Hi gang,

  I went down to Cary, NC, to the Cary hamfest this weekend.  I had 
purchased a set of bound set of early radio magazines from 1919 to 1947, 
from a collector in Raleigh last February - and I needed to pick them 
up.  The hamfest made the trip more fun than just a long drive for 
magazines from NJ.

Anyway, I met a whole new bunch there who took the time to let me know how 
much they have been enjoying the Old Radio column.  The attendees are 
really into BoatAnchor radios around there, and the hamfest had some nice 
ones for sale.

Seen were: Hallicrafters: SX-100, SX-28, more, Hammarlund: HQ129-X, HQ-170 
(2 of them), SP-600-??, more, Collins: a big S-line, KWM-2, many 
accessories, Drake: several - I forget which ones, Microphones, Keys, 
Tubes, parts galore, and additional BA sets that I wasn't fast enough to 
see (or find first).

Besides my magazines, I came home with a nice World Radio Labs model 755 
VFO to match my Globe King 500.

FYI, I think the Cary hamfest will grow into a very good hamfest in the 
next couple of years.  Last year they were plagued with on-site 
construction which interfered with the hamfest last year and may have hurt 
them this year.

But now the construction there is complete and they have a 4-story parking 
garage for the fleamarket.  Three of the floors are covered, so rain won't 
interfere.  And there is a huge indoor area for retail sales that is 100% 
air conditioned.  Additionally, there are a lot of very nice motels nearby 
with reasonable prices. (I paid $45.00 at a very clean Red Roof.)  There 
are lots of restaurants in the area as well.  Best of all, the group that 
runs it are very friendly.

Watch for it next July.  Contact   n4nc@arrl.net    for more information.

73, John Dilks, K2TQN 

------------------------------
Date: Sun, 18 Jul 2004 13:12:09 -0700 (MST)
From: Richard Loken <richardlo@admin.athabascau.ca>
Subject: Re: California Historical Radio Society Auction
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Message-id: <Pine.PMDF.3.95.1040718131112.541166752A-100000@admin.athabascau.ca>
MIME-version: 1.0
Content-type: TEXT/PLAIN; charset=US-ASCII

On Sun, 18 Jul 2004, stuck in 50s wrote:

> > July 17th, Saturday, CHRS's 30th Birthday party & GIANT AUCTION at 
> 
> Scott how much did the GIANT fetch?

Which one?  The bred heifers go for a lot more than the cutters and canners.

-- 
   Richard Loken VE6BSV, Systems Programmer - VMS  
   Athabasca University
   Athabasca, Alberta Canada
   ** richardlo@admin.athabascau.ca **

------------------------------
Mime-Version: 1.0
Message-Id: <p06020401bd20e8b2291a@[216.175.89.217]>
Date: Sun, 18 Jul 2004 19:56:36 -0700
To: Old Tube Radios <boatanchors@theporch.com>
From: Scott Robinson <spr@earthlink.net>
Subject: Test message, sorry...
Content-Type: text/plain; charset="iso-8859-1" ; format="flowed"
Content-Transfer-Encoding: quoted-printable


Esti-il arriv=E9?

/scott

------------------------------
Message-ID: <002601c46d9d$37968180$94f02144@Denroom>
From: "b. smith" <smithab11@comcast.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: SCR-522 Receiver Osc Problem. 
Date: Mon, 19 Jul 2004 10:32:26 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Greetings,
I have been trouble shooting the Receiver Osc section on a 522 (BC-624A)
I have excellent grid activity(crystal) of over 30 volts PP but very low
plate
circuit output to the next stage.
I have posted the schematic and further remarks below. Any suggestions would
be appreciated off list.
http://solo11.abac.com/zorroab1/SCR522REcosc/RECoscprob.html

73 Breck k4che

------------------------------
Message-ID: <002801c46db1$30855560$a7032c42@default>
From: "ed" <dgnova@erols.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re choke
Date: Mon, 19 Jul 2004 12:55:24 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

The inductance of a stardard choke or audio transformer goes down
as the DC plate currant goes up. This is a serious problem in audio output
transformers that are not push-pull.

As a one time designer of radio receivers, I was faced with this problem
continously. You loose the low audio frequency  response of your output
transformer as a result.

------------------------------
Message-ID: <003001c46db3$859059e0$88e47443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: SCR-522 Receiver Osc Problem. 
Date: Mon, 19 Jul 2004 10:11:57 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Breck;

Have you checked the frequency to see if the circuit is actually oscillating
at the crystal's fundamental frequency?  Also, it may be the adjustment of
the plate tank that is the source of your problem.  You must adjust the
inductor to produce the proper balance between amplitude at the plate and
oscillator starting ability.  This is a tuned grid-tuned plate oscillator.
It won't oscillate if the plate circuit phase is incorrect.  Feedback occurs
as a result of the tube's grid-plate capacitance.  In other words, when the
tank is tuned to the frequency of the crystal positive feedback is nullified
and the circuit won't oscillate.  Therefore, plate amplitude is a result of
the off-resonance impedance of the tank when adjusted to oscillate, the
optimum point to operate at is as stated above.  Let me know if this helps.

> I have excellent grid activity(crystal) of over 30 volts PP but very low
> plate circuit output to the next stage.  .......

Arden Allen
KB6NAX

------------------------------
Date: Mon, 19 Jul 2004 14:05:43 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: "Jcondon" <jcondon@polaris.cv.nrao.edu>
Subject: Re:
Message-ID: <qjqxcnydtoslenxglqd@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/mixed;
        boundary="--------fcbrdpubglkxzxcvjvrv"

----------fcbrdpubglkxzxcvjvrv
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

----------fcbrdpubglkxzxcvjvrv--

------------------------------

End of BOATANCHORS Digest 3677
******************************


